Plat Num: 20-086

Cumberland County Subdivision and Land Development Review Report

Surveyor/ Dynamic Engineering Owner/

Municipality: Lower Allen Engineer: Consultants Developer: McDonalds Corporation
Plat Title: Proposed Restaurant Remodel-McDonalds
Plat Status: Preliminary/Final Plat Type: Land Development

# of New New Acreage Total Tract
# of New Lots: Dwelling Units: Subdivided/Developed: Acreage: 1.3
Zoning District:  C-2 Proposed Land Use: Fast Food Restaurant
Date County
Received: 6/25/2020 Review: 6/29/2020 Reviewed by: SH Checked by:

O Plat appears to comply with applicable regulations.

O Plat appears to generally comply with applicable regulations; revisions may be required, as indicated.

X Plat appears to need substantial revision, as indicated.

Review comments with cited ordinance provisions are based on municipal regulations on file with the County Planning Department.

The Existing Conditions Plan should show all landscaping. The Site Plan should include proof
of compliance with landscaping requirements (Zoning 220-200 through 202).

The parking calculations should reference Zoning Ordinance Section 220-239.

General Notes #6 indicates that the proposed parking requirements will be approved with a
Variance. General Note #7 indicates that the parking space requirements will be met with a
Special Exception. It appears that a reduction in parking spaces is only approved by Special
Exception (Zoning 220-241).

The plan notes that the applicant seeks a reduction in parking spaces by Special Exception
(General Note #7). Any approved parking space reductions should be referenced on the plan
and include the Zoning Hearing Board Docket Number (Zoning 220-241).

The plan should include a Cover Sheet that includes several necessary items for approval and
recording (SLDO 192-36.C). These items include, but are not limited to:

a. Plan Title
Municipal Name
Plan Status (Preliminary/Final)

Location Map and Scale

b
c
d. Tax parcel and Deed Reference
e
f. Date of plan and Revisions

g

Statement of Ownership
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h. Appropriate Signature Blocks for Lower Allen Township and Cumberland County
Planning Department

I.  Wetland and Floodplain note

6. The location of the existing and any proposed utility lines should be included (SLDO 192-
36.C.E.7).
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Product Ver: 23.1s (LMS Tech)

Plotted: 04/02/20 — 9:49 AM, By: Izheng,
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DEMOLITION NOTES
1.

ALL DEMOLITION ACTMITIES ARE TO BE PERFORMED IN STRICT ADHERENCE TO ALL FEDERAL, STATE AND LOCAL REGULATIONS.

2. PROCEED WITH DEMOLITION IN A SYSTEMATIC MANNER, FROM THE TOP OF THE STRUCTURE(S) TO THE GROUND.

3. COMPLETE DEMOLITION WORK ABOVE EACH FLOOR OR TIER BEFORE DISTURBING ANY OF THE SUPPORTING MEMBERS OF THE LOWER
LEVELS.

4. DEMOLISH CONCRETE AND MASONRY IN SMALL SECTIONS.

5. REMOVE STRUCTURAL FRAMING MEMBERS AND LOWER THEM TO THE GROUND BY MEANS OF HOISTS, DERRICKS OR OTHER SUITABLE
METHODS.

6. BREAK UP CONCRETE SLABS—ON-GRADE, UNLESS OTHERWISE DIRECTED BY OWNER.

7. LOCATE DEMOLITION EQUIPMENT THROUGHOUT THE STRUCTURE AND REMOVE MATERIALS SO AS TO NOT IMPOSE EXCESSIVE LOADS ON
SUPPORTING WALLS, FLOORS, OR FRAMING.

8. PROVIDE INTERIOR AND EXTERIOR SHORING, BRACING AND SUPPORTS TO PREVENT MOVEMENT, SETTLEMENT OR COLLAPSE OF
STRUCTURES TO BE DEMOLISHED (AND ADJACENT FACILITIES, IF APPLICABLE).

9. DEMOLISH AND REMOVE ALL FOUNDATION WALLS, FOOTINGS AND OTHER MATERIALS WITHIN THE AREA OF THE DESIGNATED FUTURE
BUILDING. ALL OTHER FOUNDATION SYSTEMS, INCLUDING BASEMENTS, SHALL BE DEMOLISHED TO A DEPTH OF NOT LESS THAN ONE
FOOT BELOW PROPOSED PAVEMENT OR, BREAK BASEMENT FLOOR SLABS. SEAL ALL OPEN UTILITY LINES WITH CONCRETE. CONTRACTOR
TO REVIEW STRUCTURE PRIOR TO DEMOLITION TO DETERMINE IF BASEMENT, CRAWL SPACE OR ANY SUB-STRUCTURE EXISTS. ANY
SUB-STRUCTURE, INCLUDING BASEMENTS SHALL BE REMOVED IN [TS ENTIRETY OR AS DIRECTED BY OWNER.

10. ERECT AND MAINTAIN COVERED PASSAGEWAYS IN ORDER TO PROVIDE SAFE PASSAGE FOR PERSONS AROUND THE AREA OF DEMOLITION.
CONDUCT ALL DEMOLITION OPERATIONS IN' A MANNER THAT WILL PREVENT DAMAGE AND PERSONAL INJURY TO STRUCTURES, ADJACENT
BUILDINGS AND ALL PERSONS.

11. REFRAIN FROM USING ANY EXPLOSIVES WITHOUT PRIOR WRITTEN CONSENT OF OWNER AND APPLICABLE GOVERNMENTAL AUTHORITIES.

12. CONDUCT DEMOLITION SERVICES IN SUCH A MANNER TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS AND OTHER
ADJACENT FACILITIES. DO NOT CLOSE OR OBSTRUCT STREETS, WALKS, OR OTHER OCCUPIED FACILITIES WITHOUT PRIOR WRITTEN
PERMISSION OF OWNER AND ANY APPLICABLE GOVERNMENTAL AUTHORITIES. PROVIDE ALTERNATE ROUTES AROUND CLOSED OR
OBSTRUCTED TRAFFIC WAYS, IF REQUIRED BY APPLICABLE GOVERNMENTAL REGULATIONS.

13. USE WATERING, TEMPORARY ENCLOSURES AND OTHER SUITABLE METHODS, AS NECESSARY TO LIMIT THE AMOUNT OF DUST AND DIRT
RISING AND SCATTERING IN THE AIR. CLEAN ADJACENT STRUCTURES AND IMPROVEMENTS OF ALL DUST AND DEBRIS CAUSED BY THE
DEMOLITION OPERATIONS. RETURN ALL ADJACENT AREAS TO THE CONDITIONS EXISTING PRIOR TO THE START OF WORK.

14. ACCOMPLISH AND PERFORM THE DEMOLITION IN SUCH A MANNER AS TO PREVENT THE UNAUTHORIZED ENTRY OF PERSONS AT ANY
TIME.

15. COMPLETELY FILL BELOW GRADE AREAS AND VOIDS RESULTING FROM THE DEMOLITION OF STRUCTURES AND FOUNDATIONS WITH SOIL
MATERIALS IN ACCORDANCE WITH THE GEOTECHNICAL REPORT, CONSISTING OF STONE, GRAVEL AND SAND, FREE FROM DEBRIS, TRASH,
FROZEN MATERIALS, ROOTS AND OTHER ORGANIC MATTER. STONES USED WILL NOT BE LARGER THAN 6 INCHES IN DIMENSION.
MATERIAL FROM DEMOLITION MAY NOT BE USED AS FILL. PRIOR TO PLACEMENT OF FILL MATERIALS, UNDERTAKE ALL NECESSARY
ACTION IN ORDER TO ENSURE THAT AREAS TO BE FILLED ARE FREE OF STANDING WATER, FROST, FROZEN MATERIAL, TRASH, DEBRIS.
PLACE FILL MATERIALS IN HORIZONTAL LAYERS NOT EXCEEDING 6 INCHES IN LOOSE DEPTH AND COMPACT EACH LAYER AT PLACEMENT
TO 95% OPTIMUM DENSITY. GRADE THE SURFACE TO MEET ADJACENT CONTOURS AND TO PROVIDE SURFACE DRAINAGE.

16. REMOVE FROM THE DESIGNATED SITE, AT THE EARLIEST POSSIBLE TIME, ALL DEBRIS, RUBBISH, SALVAGEABLE [TEMS, HAZARDOUS AND
COMBUSTIBLE SERVICES. REMOVED MATERIALS MAY NOT BE STORED, SOLD OR BURNED ON THE SITE. REMOVAL OF HAZARDOUS AND
COMBUSTIBLE MATERIALS SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE PROCEDURES AS AUTHORIZED BY THE FIRE DEPARTMENT
OR OTHER APPROPRIATE REGULATORY AGENCIES AND AUTHORITIES.

17. DISCONNECT, SHUT OFF AND SEAL IN CONCRETE ALL UTILITIES SERVING THE STRUCTURE(S) TO BE DEMOLISHED BEFORE THE
COMMENCEMENT OF THE DESIGNATED DEMOLITION. MARK FOR POSITION ALL UTILITY DRAINAGE AND SANITARY LINES AND PROTECT ALL
ACTIVE LINES.  CLEARLY IDENTIFY BEFORE THE COMMENCEMENT OF DEMOLITION SERVICES THE REQUIRED INTERRUPTION OF ACTIVE
SYSTEMS THAT MAY AFFECT OTHER PARTIES, AND NOTIFY ALL APPLICABLE UTILITY COMPANIES TO ENSURE THE CONTINUATION OF
SERVICE.

18. THIS DEMOLITION PLAN IS INTENDED TO IDENTIFY THOSE EXISTING CONDITIONS WHICH ARE TO BE REMOVED. IT IS NOT INTENDED TO
PROVIDE DIRECTION OTHER THAN THAT ALL PROCEDURES ARE TO BE IN ACCORDANCE WITH STATE, FEDERAL, LOCAL, AND
JURISDICTIONAL REQUIREMENTS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SAFETY PRECAUTIONS NECESSARY.

19. UNDERGROUND AND ABOVE GROUND FEATURES TO REMAIN WITHIN LIMITS OF DEMOLITION SHALL BE IDENTIFIED AND MARKED IN THE
FIELD PRIOR TO BEGINNING SITE DEMOLITION.

20. CONTRACTOR TO COORDINATE WITH SURVEYOR TO RESET SITE BENCHMARKS AS NECESSARY.

NOTES

1. IN ACCORDANCE WITH STATE LAW, THE CONTRACTOR SHALL BE REQUIRED TO CALL THE BOARD OF PUBLIC UTILITIES ONE CALL
DAMAGE PROTECTION SYSTEM OR UTILITY MARK OUT IN ADVANCE OF ANY EXCAVATION.

2. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING ALL EXISTING SITE IMPROVEMENTS AND UTILITIES. ALL DISCREPANCIES SHALL
BE IDENTIFIED TO THE ENGINEER IN WRITING.

3. ALL EXISTING UTILITIES TO BE ABANDONED SHALL BE DISCONNECTED AND CAPPED AT THE MAIN FOR WATER, AT THE CLEAN-OUT
FOR SEWER AND THE SHUT-OFF VALVE OR MAIN FOR GAS IN ACCORDANCE WITH MUNICIPAL AND LOCAL UTILITY REQUIREMENTS.

4. ALL EXISTING DEBRIS SHALL BE REMOVED BY CONTRACTOR IN ACCORDANCE WITH MUNICIPAL AND LOCAL UTILITY COMPANY
REQUIREMENTS.

D.B. 262, PG. 1422
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PREPARED BY:

F: 267.685.0361

T: 267.685.0276
www.dynamicec.com

Newtown, PA 18940

826 Newtown Yardley Road, Suite 201

Offices conveniently located in:

Lake Como, New Jersey T:732.974.0198

DYNAMIC
ENGINEERING

LAND DEVELOPMENT CONSULTING o PERMITTING o GEOTECHNICAL o ENVIRONMENTAL e SURVEY o PLANNING & IONING

)

Chester, New Jersey  T: 908.879.9229

|
Newark, New Jersey T:973.755.7200 | Toms River, New Jersey T:732.974.0198
Allen, Texas T:972.534.2100 | Austin, Texas T:512.646.2646 | Houston, Texas T:281.789.6400

Newtown, Pennsylvania  T: 267.685.0276 | Delray Beach, Florida T: 561.921.8570

© 2020 McDonald’s Corporation

LIMIT OF DISTURBANCE = 6,333.73 SF. ( 0.15 Ac.)

— ==  =—— - PROPOSED LIMIT OF DISTURBANCE LINE

— EXISTING IMPROVEMENTS TO BE REMOVED
UNLESS OTHERWISE NOTED

NOTE:

1. ALL EXISTING UTILITIES TO REMAIN UNLESS OTHERWISE NOTED.

2. CONTRACTOR TO VERIFY LOCATION OF EXISTING UTILITIES, MANHOLES,
CLEANOUTS AND GREASE TRAP AND PROTECT SAME DURING CONSTRUCTION.

MECHANICSBURG, PA. (WESLEY DR) THIS PLAN SET IS FOR PERMWITTING PURPOSES ONLY AND MAY NOT BE USED FOR GONSTRUGCTION
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Use of

The contract documents were prepared

for use on this specific site in conjunction with its issue date and are

property of McDonald’s USA, LLC and shall not be copied or reproduced
not suitable for use on a different site or at a later time.

These drawings and specifications are the confidential and proprietary
without written authorization.

[, McDonald's USA, LLC

these drawings for reference or example on another project requires the

services of properly licensed architects and engineers.

Reproduction of

the contract documents for reuse on another project is not authorized.
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JOSEPH C. SPARONE

PROFESSIONAL ENGINEER
PENNSYLVANIA LICENSE No. 080629

PROFESSIONAL ENGINEER
PENNSYLVANIA LICENSE No. 78935
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GENERAL NOTES
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. THIS PLAN REFERENCES: BOUNDARY & TOPOGRAPHIC SURVEY ~ REMODEL DESIGN PER 2019 MRP CRITERA SET
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OWNER: McDONALD’S CORPORATION \

C/0 McDONALD'S USA, LLC ASPHALT_/

100 NORTH CARPENTER STREET /‘ PAVEMENT

CHICAGO, IL 60607

2. APPLICANT: McDONALD’S CORP.

C/0 McDONALD'S USA, LLC
100 NORTH CARPENTER STREET
CHICAGO, IL 60607

3. PARCEL DATA: UPI. #13-24-0795-180
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TOWNSHIP OF LOWER ALIAEN (MECHANICSBURG)

CUMBERLAND COUNTY, P

ZONE: C—2 (GENERAL COMMERCIAL DISTRICT

7
7
UPL 13420795169 -
DIVERSIFIED-WESLEY DRIVE ‘LIMITED PARTNERSHIP -
D.B. K32, PG. 516 _
-~ - - - R = 175.00
L = 127.03'
A = 413527 7 e
PROP. 5 LONG HANDRAL " B0~ Taeae
> OUTSIDE QF ADA WOODLAND STREET R
MANEUVERING AREA B (50 MOE ROM.)(PROVATE ROADWAY) B B B B —
—~ L = 19.95' ' T PROP. WHITE PAINTED STRIPING (TYP.)
A = 9008’37” APPROX. SIGN . TME & ROM. LINE MET sen
/ \ CHB =N 21'28'42" h%%Ago%ASVémE% / o /JVA/LBOX O PARKING® e K /
CHD = 19.93 m
\ WL CURS REPAR (TYP.) 7 _\D LONC._CURE — ASPHALT APPROACH oL 4&34\0
N\ / k ___N260300"E ASPHALT APPROACH _ ] CONC. WALK __ ° o 28973 Vi . _— ﬁRK'N
\ 1D. SIGN 5" PARKING SETBACK L -
S mw% r =
T— HEIGHT=50.0" Wl RN T y o
SN I , , , Conc. CuRB PROP. 67 WIDE , Mol == X %\/
WELCOME" o PROP. 6 WIDE PAINTED EXIST. 'THANK YOU YELLOW STRIPE  —PROP. 6" DIA. CONC. I = voi ~ N f MLET
\ \ sy /. CROSSWALK (TYP.) 10 R BOLLARD (TYP.) e ey PROP. CONC. CURB (TYP.)

\ \ PROP. MOBILE ORDER POSITION No. 3 & 4

\

\
R = 1353.24' \

e

\U\_ PROP. PULL FORWARD POSITION No. 1 & 2

PROP. FLUSH
CURB (TYP.)

PROP.
0G0 SIGN (14 S

PROP. 297 S.F. BUILDING ADDITION
(SEE ARCHITECTURAL PLANS)

L = 12578 =
SIGN oA =
"NO PARKING” A =519 32, , \o
CHB =N 832600 W 2]
CHD = 125.74' =
\

é DIRECTIONAL
SIGN

D
(=)
=
[
D
<
=
fes)

\ \06

2SS g \ PROP. 4FT WIDE BY 7FT
%?E 2 2 i \ LONG ADA CURB RAMP
g‘?/ 2 PEED LIMIT 40" CONC. HEADHALL PROP. FULL DEPTH

=) \\ PAVEMENT REPAR (TYP.)

A PROP. CONC.

CURB (TYP.)

AT PROP. [ANDSCAPE AREA-

/_ PAVEMENT

EMAIN LOOP DETECTOR
S (ne) \
S
% OF PAVEMENT

PROP. 6" REINF.
CONC. PAD (TYP.)

—_—

%/Jg’ 01322078

USE: FAST-FOOD EATING ESTABLISHMENT —PERMITED USE

4. SCHEDULE OF ZONING REQUIREMENTS: §220-55

AND LOGO (TYP.)
UPL. $13-24
LANDS

D.B. 262, PG. 1422

ZONE REQUIREMENT (§220-55) ZONE C-2 EXISTING PROPOSED
MINIMUM LOT WIDTH 50 FT 131.0 T 131.0 T
MINIMUM FRONT YARD SETBACK (WOODLAND STREET) 30 FT 36.0 FT 36.0 FT
MINIMUM FRONT YARD SETBACK (WESLEY DRIVE) 30 FT 116.8 FT 106.1 FT
MINIMUM SIDE YARD SETBACK 10 FT 56.8 FT 56.8 FT
MAXIMUM BUILDING HEIGHT 40 FT 16'-6" 19'-4"
MAXIMUM IMPERVIOUS COVERAGE 70% 44.33% (24,897 SF) 45.11% (25,334 SF)
5. SIGNAGE TABLE:
SIGN (§220-245) REQUIREMENTS EXISTING PROPOSED

Product Ver: 23.1s (LMS Tech)

BUILDING MOUNTED NUMBER OF FACADE SIGNS:

MAXIMUM SIGN HEIGHT:
MAXIMUM FACADE SIGN AREA:

THEREFORE:
FRONT (SOUTH) FAGADE
NON-DRIVE THRU (EAST)

(1.5 SF/LF) X 32 LF = 48 SF
(1.5 SF/LF) X 87 LF = 1305

1.5 SF PER LF OF BUILDING

NO LIMIT NUMBER OF SIGNS: 1 NUMBER OF SIGNS:

HIGHEST POINT ON WALL MAXIMUM SIGN HEIGHT: BELOW HIGHEST POINT ON WALL MAXIMUM SIGN HEIGHT:

WALL

FRONT (SOUTH) FAGADE FRONT (SOUTH) FAGADE

"MCDONALD'S™ ID SIGN: 67.1 SF "MCDONALD'S™ ID' SIGN:

BELOW HIGHEST POINT ON WALL

FAGADE SF "M" LOGO SIGN:
TOTAL FRONT (SOUTH) FAGADE SIGN AREA
NON-DRIVE THRU (EAST) FAGADE:
"M LOGO SIGN:
TOTAL FAGADE SIGN AREA: TOTAL FAGADE SIGN AREA:
N/S: NO STANDARD N/A: NOT APPLICABLE (V): VARIANCE (E): EXISTING NON-CONFORMANCE

ALL STATES REQUIRE NOTIFICATION OF EXCAVATORS, DESIGNERS, OR ANY PERSON
PREPARING TO DISTURB THE EARTH'S SURFACE ANYWHERE IN ANY STATE

FOR STATE SPECIFIC DIRECT PHONE NUMBERS VISIT:
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PARKING CALCULATIONS: (§ 220-237)
A. FAST FOOD ESTABLISHMENTS REQUIRE ONE (1) PARKING SPACE PER 30 GFA
B. THEREFORE EXISTING CONDTIONS:

(2,464 GFA)¥(1 PARKING SPACE/30 GFA) = 83 SPACES REQUIRED
32 SPACES EXISTING (E)

C. THEREFORE PROPOSED CONDITIONS WITH 297 SF McDONALD'S BUILDING ADDTION:

(2,761 GFA)*(1 PARKING SPACE/30 GFA) = 93 SPACES REQUIRED
32 SPACES PROVIDED (V)

REDUCTION OF PARKING SPACES (§ 220-241)
A. ZONING HEARING BOARD MAY AUTHORIZE, BY SPECIAL EXCEPTION, A REDUCTION IN THE NUMBER AND SIZE OF REQUIRED
OFF-STREET PARKING SPACES REQUIREMENTS IN CASES WHERE THE APPLICANT CAN JUSTIFY THE REDUCTION AND STILL
PROVIDE ADEQUATE PARKING FACILITIES TO SERVE THE PROPOSED USES OF THE STRUCTURE OR LAND.

(APPLICANT SEEKS SPECIAL EXEMPTION FROM THE ZONING HEARING BOARD)

PARKING SETBACK REQUIREMENTS (§ 220-242.2.B)
A. ALL PARKING SPACES, DRIVEWAYS AND ACCESS DRIVES SHALL BE AT LEAST FIVE FEET FROM ANY LOT LINE. (COMPLIES)

STORMWATER MANAGEMENT STANDARDS (§ 184-12.A)
A. REGULATED ACTIVITIES RESULTING IN LESS THAN OR EQUAL TO 1,000 SQUARE FEET OF NEW IMPERVIOUS SURFACE AREA
ARE EXEMPT FROM ARTICLE IV, SITE PLAN REQUIREMENTS, INCLUDING §184-13 VOLUME CONTROLS AND §184-14 RATE
CONTROLS. (COMPLIES)

PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE TO MAKE SURE THAT ALL REQUIRED PERMITS AND
APPROVALS HAVE BEEN OBTAINED. NO CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED AND
THOROUGHLY REVIEWED ALL PLANS AND OTHER DOCUMENTS BY ALL OF THE PERMITTING AUTHORITIES.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE REQUIREMENTS AND
STANDARDS OF THE LOCAL GOVERNING AUTHORITY.

SITE CLEARING SHALL INCLUDE THE LOCATION AND REMOVAL OF ALL UNDERGROUND TANKS, PIPES, VALVES, ETC.

THE PROPERTY SURVEY SHALL BE CONSIDERED A PART OF THESE PLANS.

ALL DIMENSIONS SHOWN ON THE PLANS SHALL BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR
SHALL NOTIFY ENGINEER IF ANY DISCREPANCIES EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION FOR NECESSARY PLAN CHANGES.
NO EXTRA COMPENSATION SHALL BE PAID TO THE CONTRACTOR FOR WORK HAVING TO BE REDONE DUE TO DIMENSIONS OR
GRADES SHOWN INCORRECTLY ON THESE PLANS IF SUCH NOTIFICATION HAS NOT BEEN GIVEN.

SOLID WASTE TO BE DISPOSED OF BY CONTRACTOR IN ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL REGULATIONS.

ALL EXCAVATED UNSUITABLE MATERIAL MUST BE TRANSPORTED TO AN APPROVED DISPOSAL LOCATION.

CONTRACTOR IS RESPONSIBLE FOR ALL SHORING REQUIRED DURING EXCAVATION AND SHALL BE PERFORMED IN ACCORDANCE WITH
CURRENT OSHA STANDARDS, AS WELL AS ADDITIONAL PROVISIONS TO ASSURE STABILITY OF CONTIGUOUS STRUCTURES, AS FIELD
CONDITIONS  DICTATE.

ALL CONTRACTORS MUST CARRY STATUTORY WORKERS COMPENSATION, EMPLOYERS LIABILITY INSURANCE AND APPROPRIATE LIMITS
OF COMMERCIAL GENERAL LIABILITY INSURANCE (CGL). ALL CONTRACTORS MUST HAVE THEIR CGL POLICIES ENDORSED TO NAME
DYNAMIC ENGINEERING CONSULTANTS, P.C. , ITS SUBCONSULTANTS AS ADDITIONAL INSURED AND TO PROVIDE CONTRACTUAL LIABILITY
COVERAGE SUFFICIENT TO INSURE THE HOLD HARMLESS AND INDEMNITY OBLIGATIONS ASSUMED BY THE CONTRACTORS. ALL
CONTRACTORS MUST FURNISH DYNAMIC ENGINEERING CONSULTANTS, P.C. WITH CERTIFICATES OF INSURANCE AS EVIDENCE OF THE
REQUIRED INSURANCE PRIOR TO COMMENCING WORK AND UPON RENEWAL OF EACH POLICY DURING THE ENTIRE PERIOD OF
CONSTRUCTION. IN ADDITION, ALL CONTRACTORS WILL, TO THE FULLEST EXTENT PERMITTED BY LAW, INDEMNIFY AND HOLD
HARMLESS DYNAMIC ENGINEERING CONSULTANTS, P.C. AND ITS SUBCONSULTANTS FROM AND AGAINST ANY DAMAGES, LIABILITIES OR
COSTS, INCLUDING REASONABLE ATTORNEYS™ FEES AND DEFENSE COSTS, ARISING OUT OF OR IN ANY WAY CONNECTED WITH THE
PROJECT, INCLUDING ALL CLAIMS BY EMPLOYEES OF THE CONTRACTORS.

NEITHER THE PROFESSIONAL ACTIVITIES OF DYNAMIC ENGINEERING CONSULTANTS, P.C., NOR THE PRESENCE OF DYNAMIC
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ENGINEERING CONSULTANTS, P.C. OR TS EMPLOYEES AND SUBCONSULTANTS AT A CONSTRUCTION/PROJECT SITE, SHALL RELIEVE
THE GENERAL CONTRACTOR OF ITS OBLIGATIONS, DUTIES AND RESPONSIBILITIES INCLUDING, BUT NOT LIMITED TO, CONSTRUCTION
MEANS, METHODS, SEQUENCE, TECHNIQUES OR PROCEDURES NECESSARY FOR PERFORMING, SUPERINTENDING AND COORDINATING
THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND ANY HEALTH OR SAFETY PRECAUTIONS REQUIRED BY ANY
REGULATORY AGENCIES. DYNAMIC ENGINEERING CONSULTANTS, P.C. AND IS PERSONNEL HAVE NO AUTHORTY TO EXERCISE ANY
CONTROL QVER ANY CONSTRUCTION CONTRACTOR OR IS EMPLOYEES IN CONNECTION WITH THER WORK OR ANY HEALTH OR
SAFETY PROGRAMS OR PROCEDURES. THE GENERAL CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR JOBSITE SAFETY. DYNAMIC
ENGINEERING CONSULTANTS, P.C. SHALL BE INDEMNIFIED BY THE GENERAL CONTRACTOR AND SHALL BE MADE ADDITIONAL INSURED
UNDER THE GENERAL CONTRACTOR'S POLICIES OF GENERAL LIABILITY INSURANCE.

DYNAMIC ENGINEERING CONSULTANTS, P.C. SHALL REVIEW AND APPROVE OR TAKE OTHER APPROPRIATE ACTION ON THE
CONTRACTOR SUBMITTALS, SUCH AS SHOP DRAWINGS, PRODUCT DATA, SAMPLES AND OTHER DATA, WHICH THE CONTRACTOR IS
REQUIRED TO SUBMIT, BUT ONLY FOR THE LMITED PURPOSE OF CHECKING FOR CONFORMANCE WITH THE DESIGN CONCEPT AND
THE INFORMATION SHOWN IN' THE CONSTRUCTION MEANS OR METHODS, COORDINATION OF THE WORK WITH OTHER TRADES OR
CONSTRUCTION SAFETY PRECAUTIONS, ALL OF WHICH ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR. DYNAMIC ENGINEERING'S
REVIEW SHALL BE CONDUCTED WITH REASONABLE PROMPTNESS WHILE ALLOWING SUFFICIENT TIME TO PERMIT ADEQUATE REVIEW.
REVIEW OF A SPECIFIC ITEM SHALL NOT INDICATE THAT DYNAMIC ENGINEERING CONSULTANTS, P.C. HAS REVIEWED THE ENTIRE
ASSEMBLY OF WHICH THE ITEM IS A COMPONENT. DYNAMIC ENGINEERING CONSULTANTS, P.C. SHALL NOT BE RESPONSIBLE FOR ANY
DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS NOT BROUGHT TO THE ATTENTION OF DYNAMIC ENGINEERING CONSULTANTS, P.C.
IN WRITING BY THE CONTRACTOR. DYNAMIC ENGINEERING CONSULTANTS, P.C. SHALL NOT BE REQUIRED 10 REVIEW PARTIAL
SUBMISSIONS OR THOSE FOR WHICH SUBMISSIONS OF CORRELATED EMS HAVE NOT BEEN RECENVED.

IN AN EFFORT TO RESOLVE ANY CONFLICTS THAT ARISE DURING THE DESIGN AND CONSTRUCTION OF THE PROJECT OR FOLLOWING
THE COMPLETION OF THE PROJECT, DYNAMIC ENGINEERING CONSULTANTS, P.C. AND THE CONTRACTOR MUST AGREE THAT ALL
DISPUTES BETWEEN THEM ARISING OUT OF OR RELATING TO THIS AGREEMENT OR THE PROJECT SHALL BE SUBMITTED TO
NONBINDING MEDIATION UNLESS THE PARTIES MUTUALLY AGREE OTHERWISE.

THE CONTRACTOR MUST INCLUDE A MEDIATION PROVISION IN ALL AGREEMENTS WITH INDEPENDENT SUBCONTRACTORS AND
CONSULTANTS RETAINED FOR THE PROJECT AND TO REQUIRE AL INDEPENDENT CONTRACTORS AND CONSULTANTS ALSO TO INCLUDE
A SIMLAR MEDIATION PROVISION IN ALL AGREEMENTS WITH THER SUBCONTRACTORS, SUBCONSULTANTS, SUPPLIERS AND
FABRICATORS, THEREBY PROVIDING FOR MEDIATION AS THE PRIMARY METHOD FOR DISPUTE RESOLUTION BETWEEN THE PARTES TO
ALL THOSE AGREEMENTS.

IF THE CONTRACTOR DEVIATES FROM THE PLANS AND SPECIFICATIONS, INCLUDING THE NOTES CONTAINED THEREON, WITHOUT FIRST
OBTAINING PRIOR WRITTEN AUTHORIZATION FOR SUCH DEVIATIONS FROM THE OWNER AND ENGINEER, T SHALL BE RESPONSIBLE FOR
THE PAYMENT OF ALL COSTS TO CORRECT ANY WORK DONE, ALL FINES OR PENALTIES ASSESSED WITH RESPECT THERETO AND ALL
COMPENSATORY OR PUNITVE DAMAGES RESULTING THEREFROM AND IT SHALL INDEMNIFY AND HOLD THE OWNER AND ENGINEER
HARMLESS FROM ALL SUCH COSTS TO CONNECT ANY SUCH WORK AND FROM ALL SUCH FINES AND PENALTIES, COMPENSATION
AND PUNITIVE DAMAGES AND COSTS OF ANY NATURE RESULTING THEREFROM.

ALL TRAFFIC SIGNS AND STRIPING SHALL FOLLOW THE REQUIREMENTS SPECIFIED IN THE MANUAL ON “UNIFORM TRAFFIC CONTROL
DEVICES FOR STREETS AND HIGHWAYS” PUBLISHED BY THE FEDERAL HIGHWAY ADMINISTRATION.

THE BUILDING SETBACK DIMENSIONS ILLUSTRATED AND LISTED ON THE SITE PLAN DRAWINGS ARE MEASURED FROM THE OUTSIDE
SURFACE OF BUILDING WALLS. THESE SETBACK DIMENSIONS DO NOT ACCOUNT FOR ROOF OVERHANGS, ORNAMENTAL ELEMENTS,
SIGNAGE OR OTHER EXTERIOR EXTENSIONS UNLESS SPECIFICALLY NOTED.

McDONALD'S LEASE AREA TO BE CONFIRMED BY McDONALD'S PRIOR TO CONSTRUCTION.

BY GRAPHIC PLOTTING ONLY, THIS PROPERTY IS IN ZONE "X’ OF THE FLOOD INSURANCE RATE MAP, MAP NO. 42041C0279E. WHICH
BEARS AN REVISED DATE OF MARCH 16, 2009. BY TELEPHONE YOU CAN CALL THE NATIONAL FLOOD INSURANCE PROGRAM AT
(1-800-638-6620) TO LEARN IF THIS COMMUNITY CURRENTLY PARTICIPATE IN THE PROGRAM. NO FIELD SURVEYING WAS
PERFORMED TO DETERMINE THIS ZONE AND AN ELEVATION CERTIFICATE MAY BE NEEDED TO VERIFY THIS DETERMINATION OR APPLY
FOR A VARIANCE FROM THE FEDERAL EMERGENCY MANAGEMENT AGENCY.

CONTRACTOR MUST VERIFY THE LOCATION AND DEPTH OF ALL UNDERGROUND UTILITIES AND FACILITIES PRIOR TO THE START OF
CONSTRUCTION AS REQUIRED BY PENNSYLVANIA ACT 172 (FORMER ACT 287). CONTACT PENNSYLVANIA ONE CALL AT (800)
242-1776 PRIOR TO BREAKING GROUND.

ALL CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH LOWER ALLEN TOWNSHIP CODES AND SPECIFICATIONS AND PADOT
PUBLICATION 408 DATED 2000, OR AS LATER AMENDED, UNLESS OTHERWISE NOTED.
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OH PROP. OVERHEAD WIRES o EXIST. ELECTRIC METER T SLOPE 1:12 (8.3%) MAX. (7.5% MAX. FOR NEW CONSTRUCTION) SANITARY SEWER SERVICE NOTE: CONTRACTOR TO LOCATE AND UTILIZE EXISTING SEWER SERVICE CONNECTION IF OTHERWISE NOTED. FELD ADJST 0 CREATE A MIN. OF 0.75% GUTTER  GRADE ALONG CURB FACE. ENGINEER = o 5
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